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SPECIFICATIONS

Interconnected Installation Possible
Robust Aluminium Casing
Exceptionally Slim Profile

Beam Angle: 120°

Color Rendering Index: >83

Input Voltage: 110-260V

Operating Temperature: 0°C to 40°C
Surface-Mount / Suspension Mount

Altum (Black)
SU-AL-40K-BK

AVAILABILITY
40W

SILVER / BLACK
3000K / 4000K

Connectors Available (Page 2)

=@ *This icon indicates a STOCK item: %M e
Look for this Same Day Shipping icon below in

‘Ordering Information’ for products that ship on surface-Mount
the same day (orders placed before 3pm) (Brackets Included)

INSTALLATION

Yy,

Gy,

_/44/{//// Ly, ity

iy
TA@ZK’/ s

Suspension-Mount
@ Full ies File Available on Request (Suspension Kit Included)
Length of Suspension Cable: 60"
Length of Power Cord: 70"

Interconnected
(Connection Plate Included)

ORDERING INFORMATION

EQUIVALENTTO COLOR
SERIES (WATTS) LUMENS FINISH TEMPERATURE MODEL NUMBER
3000K SU-AL-30K R )
SILVER N
ALTUM LINEAR LIGHT 40 150 3200 4000K ‘ SU-AL-40K )
BLACK 4000K ‘ SU-AL-40K-BK  —Gwip
ARANI.CA — 2555 LEGER STREET,
\ LASALLE, QC H8N 2V9, CANADA © Arani All rights reserved. Arani reserves the right to change the design, materials and finish.



CONNECTORS

*

y

X Connector for
Altum Linear Light
(Silver)
C-SU-AL-40K-X

«

L Connector for
Altum Linear Light

(Silver)
C-SU-AL-40K-L

\

Altum
Linear Light

Q

> Lifetime
5 Years 50 000 hours
I||| =
P40
0-10V Suitable for use in
Dimmable damp locations

FEATURES
Low Voltage

Robust Aluminium Casing
Exceptionally Slim Profile

Beam Angle: 120°

Color Rendering Index: >83
Operating Temperature: 0°C to 40°C

POWER EQUIVALENT COLOR
SERIES APPLICATION i ToWaTTS)  LUMENS  pio rURe  MODEL NUMBER
CONNECTORS CONNECTING 4 LUMINAIRES | 25 500 4000K C-SU-AL-40K-X —~@w
FOR ALTUM TO FORM AN X OR +
LINEAR LIGHT )
(SILVER) gg';'g:fﬂTANCGOZRIL\IUE“é”NA'RES 10 25 400 4000K C-SU-AL-40K-L —~@wk

A

ARANI.CA — 2555 LEGER STREET,
LASALLE, QC H8N 2V9, CANADA

© Arani All rights reserved. Arani reserves the right to change the design, materials and finish. 2



\
PHOTOMETRIC REPORT Altum

Linear Light

Polar Candela Distribution
180 170% 160% 150% 1407

1,100
a17 130° LUMENS PER ZONE
ZONE LUMENS % LAMP % LUMINAIRE ZONE LUMENS % TOTAL ZONE LUMENS % TOTAL
733 _— 030 8397 26.2% 26.3% 010 1036  3.2% 90-100 244  08%
550 040  1,3642 42.6% 42.8% 1020 2947  9.2% 100-110 221 0.7%
1Ho® 0-60 23820 744% 74.7% 2030 4414 13.8% 110-120 201  0.6%
37 60-90 6722  21% 21.1% 30140 5245  16.5% 120-130 182  0.6%
133 0= 70-100 3275 10.2% 10.3% 40-50 53.8 16.8% 130-140 161  0.5%
0.00 a0 90-120 666 2.1% 2.1% 50-60 481.0  15.1% 140-150 1356  0.4%
090 3,054.2 95.4% 95.8% 60-70  369.1  11.6% 150-160 105  0.3%
183 20° 90-180 1341  4.2% 4.2% 70-80  223.2 7.0% 160-170 68  0.2%
%7 200 0-180 13,1882 99.6% 100% 80-90 799  25% 170-180 24  0.1%
= - LCS TABLE
3 CUTOFF CLASSIFICATION: CUTOFF BUG RATING Bi-U3-G1
a7 o DISTRIBUTION: TYPE VS FORWARD LIGHT LUMENS LUMENS %
MAX CD, 90 DEG VERT: 35.0 LOW(0-30):  418.1 13.1%
1,100 WAIDe 100 200 300 40e MAX CD, 80 TO <90 DEG: 160.3 MEDIUM(30-60):  762.4 23.8%
B -Max Cd: 210°H LUMENS % LAMP HIGH(60-80):  287.7 9%
H-0°H DOWNWARD STREET SIDE: 1,505.0 47% VERY HIGH(80-90):  36.9 1.2%
W -oneH DOWNWARD HOUSE SIDE: 1,549.4 48.4% BACK LIGHT
Isolux Plot DOWNWARD TOTAL: 3,054.5 95.5% LOW(O-30)i 421.7 13.2:/n
4 3 5 1 ] 1 5 3 4 UPWARD STREET SIDE: 68.9 2.2% MEDIUM(30-60):  780.2 24.4%
5 UPWARD HOUSE SIDE:  65.1 2% HIGH(60-80):  304.7 9.5%
UPWARD TOTAL:  134.1 4.2% VERY HIGH(80-90):  42.9 1.3%
4 TOTAL LUMENS: 3,188.5 99.6% UPLIGHT
LOW(90-100):  24.4 0.8%
E HIGH(100-180):  109.7 3.4%
TRAPPED LIGHT: 115 0.4%

ol

CANDELA TABLE - TYPE C
0 30 60 90 120 150 180 210 240 270 300 330 360
01097 10971097 1097 1097 1097 1097 1097 1097 1097 1097 1097 1097
51091 1092 1093 1093 1094 1092 1093 1093 1092 1090 1088 1085 1091
3 10 1071 1073 1076 1079 1080 1077 1075 1075 1074 1072 1068 1064 1071
15/1040 1043 1049 1054 1054 1051|1045 1046 1046 1044 1038 1032 1040

4 20 998 1002 1012 1019 1019 1014 1005 1006 1007 1007 998 990 998

: 25 947 952 965 975 975 967 955 958 960 960 949 938 947

e 1 LU 30 888 894 910 922 922 912 897 900 904 905 891 879 €88

WioLx MOS LUK 35 823 829 848 862 862 850 831 835 B840 841 826 812 823

ESiU o ls MOS0 Max Cd 40 752 759 781 796 795 782 762 766 771 773 757 741 752

Distance in units of mount height (M) -~ Max Cd 45 678 684 708 724 724 710 688 692 699 700 683 666 678

S0 600 607 631 648 648 633 610 615 621 623 605 587 600

LES Graph 55 520 526 550 567 568 554 530 535 540 542| 523 506 520

: UH 100-130° 60 438 444 468 484 486 473 448 453 456 458 439 424 438

103.7 I 65 356 361 384 400 402 390 366 370 371 374 354 342 356

3% 70 276 279 301 315 319 308 285 289 288 290 271 261 376

- 75 199 201 220 233 237 229 208 211 208 208 192 184 199

80 127 129 145 155 160 154 135 137 133 132| 118] 113 127

- - 85 65 65 77 8 91 87 70 71 66 65 53 50 65

90| 30 29 31| 31| 35/ 34| 19| 20 17 18] 16 17 30

95 28 27 29 28 29 28 15 17 16 17 16 16 28

| _ 100, 27 26| 28 27| 28 27| 15| 16| 15 16 15 16 27

uLse-1oee | / | | UL so-teoe 105 26 25 27| 26 27| 26 15| 16 15 16 15 16 26
244 Im f \ I 244 Im

.85 | — 8% 110 25 24| 26| 25 26 25/ 15| 16| 16| 16 16 16 25

B 80300 | co so-ame 115 24 24| 25| 25 25 24| 16| 16| 16| 17| 16 16 24

42.9 Im | 3691 1200 24 23| 24| 24| 24 23] 16| 17| 16| 17| 16 17 24

13% |1z 125| 23| 23| 24| 24| 24| 23| 17| 17| 17| 17| 17| 17 23

_ 130 23 23| 23| 24 24 23| 17| 18| 18| 18 18 18 23

o 000 /et co0e 135 23 23| 23| 24 24 23| 18| 18| 18| 19 18 18 23

3047 Im 577 I 1400 23 23| 24| 24 24 23 19/ 19 19| 19 19 19 23

9.5% a9 145 23 23| 24| 24| 24 23] 20/ 20 20/ 20 20 20 23

150 24 24| 24| 24 24 24/ 20 20 21| 21| 21| 21 24

155 24 24| 24| 24] 24) 24| 21| 21| 21| 22 21| 20 24

Bt 30-60° it 30-60° 160/ 24 24| 24| 25 25 24| 22| 22| 22| 23 22 22 24

e s m 165 24 24| 25| 25 25 24| 23] 23| 23| 23] 23] 23 24

170 25 25| 25| 25 25 25| 24| 24| 24| 24 24 24 25

Back Light %10}3?; - o Etsﬂﬁf: Forward Light 175| 25 25| 25| 25| 25 25| 25/ 24| 25| 25 25 25/ 25

el By 180/ 25| 25| 25| 25| 25| 25| 25/ 25| 25| 25 25 25 25

Scale = Max LIS %
¥ Trapped Light: 11.5lm, 0.4%%
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