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AC120~277 V
100-277VAC Line Voltage
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LED T8 Tube
Version 2

© Arani All rights reserved. Arani reserves the right to change  the design, materials and finish. 1

5
years

Limited 
Warranty

Lifetime
50 000 hours

IP40
Suitable for use in 

damp locations

HARDWIRE

8FT 
LED T8 TUBE

VERSION 2

LED
DEL

Date: Project:

Prepared for: Type:

Comments:

SPECIFICATIONS
IP40 - Suitable for Damp Locations

Hardwire Only
Polycarbonate Lens

Colour Rendering Index: >75
Functioning Temperature: -10°c to 40°c

AVAILABILITY
8FT

4000K / 5000K
100-277VAC
1 Pin / 2 Pin

*This icon indicates a STOCK item:
Look for this Same Day Shipping icon below 

in ‘Ordering Information’ for products that 
ship out on the same day (orders must be 

placed before 3pm EST)

ORDERING INFORMATION

Full ies File Available on Request

          GET YOUR PRODUCTS FAST
Arani is committed to same day  
shipping on orders before 3pm (EST)*.

E342282

T8 Tube V2
8FT, 1 Pin
T96T8-xxK-V2-1P

T8 Tube V2
8FT, R17D
T96T8-xxK-V2-HO

SERIES LENGTH CASE 
PACK QTY PINS POWER  

(WATTS)
EQUIVALENT 
TO (WATTS) LUMENS COLOR

TEMP
INPUT 
VOLTAGE MODEL NUMBER

VERSION 2 
T8 TUBES 8FT 25

1 40 80 5200

4000K 100-277V T96T8-40K-V2-1P

5000K 100-277V T96T8-50K-V2-1P

R17D 40 80 5200 5000K 100-277V T96T8-50K-V2-HO

INSTALLATION WITH LINE VOLTAGE

LED Tube V2
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